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CHECKERED TILE

National Tiles, “Checkered Tiles" are
designed for specialized requirements only.
This series Is used in mainly spaces where
extreme grip Is required.

The special Checkered Tiles can be manu-
factured in 10mm & 20mm thickness,
depending on the area being used.

RAMPS AND TURNING CIRCLES

These areas require additional slip restance.
National Tiles Unglazed tiles are a perfect
solution for such areas which help drivers

in safe handling their vehicles while driving
up and down the ramp. * Checkered Tiles are recommended to be instdlled by
MNational Tiles approved Tile laying team only.




National Tiles & Ceramics Ltd.

Technical Specifications
Wﬂter; Scratch Breaking Resistance to Thickness % | Length

Absorption Hardness Strength Acids / Alkalis & Width

International For light color 3% 5on +10%
DIN Spec: For colored Moh's Scale 20N/mm?* A AA | +1%
18166 body<6%
<3% 6-7 on

National Tiles ey S 25N/mm A AA +0.9% +0.6%

Staightness of sides and flastness of surface well within DIN specification No. 18166
Resistance to House, Industrial and swimming poo chemicals.

more than a tile...






National Tiles
& Ceramies Ltd.

CONTACT DETAILS

Head Office: 8th Floor, Al Saihat Centre, Annexe Regent Plaza Hotel, Rafique Shaheed Road, Karachi.
Ph: 021-352143143, 35218263, 35213062, Mobile: +92-321-8257766, Fax: 021-35670304

Main Display Centre: No. 1 Services Mess, Extn., Behind Metropole Hotel, Saddar, Karachi,
Ph: 021-35213660, 35678047, 35675800, Mobile: 0300-8247246 Fax: 021-35681137

E-MAIL sales@nationaltiles.com WEB ADDRESS: www.nationaltiles.com



